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CITIZENS ELECTRIC CORPORATION
TEMPORARY ELECTRIC SERVICE (CONSTRUCTION POWER)

CITIZENS ELECTRIC CORPORATION

STE. GENEVIEVE B883-5213
PERRYVILLE 547-2511
ALTENBURG 824—5233

UNDERGROUND SOURCE

4x4 POST——»
(10 FEET LONG)

METER SOCKET (FURNISHED BY UTILITY) ——
INSTALLED BY CUSTOMER

NIPPLE WITH APPROPRIATE LOCKNUTS
& BUSHINGS

WEATHERPROOF DISCONNECT
GFI RECEPTACLE (120 VOLT)

TR

OVERHEAD SOURCE

IYPICAL POLE
25 FT. CLASS 6

GROUND LINE
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U.G. CABLE FURNISHED BY CONTRACTOR,
INSTALLED BY UTILITY.

NO.6 AWG COPPER GROUNDING CONDUCTOR
ATTACHED TO A 8'x1/2" DRIVEN GROUND ROD

OR RUN TO PADMOUNT TRANSFORMER TANK GROUND
COPPER GROUNDING CONDUCTOR SHALL

CONNECT TO THE METER BASE AND

CONTINUE TO THE MAIN PANEL'S

GROUNDING BAR.
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WEATHER HEAD (SAME AS CONDUIT)

10 FT. 1 1/4" CONDUIT

METAL OR PLASTIC (SCHEDULE 40)
(THWN WIRE IN CONDUIT AS
REQUIRED FOR AMP LOAD)
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METER SOCKET (FURNISHED BY UTILITY)
INSTALLED BY CUSTOMER

—— NIPPLE WITH APPROPRIATE LOCKNUTS & BUSHINGS
——— WEATHERPROOF DISCONNECT

—— GFI RECEPTACLE (120 VOLT)

&

GROUND LINE

1.) TEMPORARY ELECTRIC SERVICE (CONSTRUCTION POWER NOT TO EXCEED 90 DAYS)

A.) CONTRACTOR SUPPLIES ELECTRIC LOOP (FOR OVERHEAD SOURCE)

WHICH IS REQUIRED TO INCLUDE:
a.) WEATHERPROOF DISCONNECT
b.) GFI RECEPTACLE (120 VOLT)

c.) 10 FOOT SECTION OF CONDUIT WITH WEATHERHEAD AND 18" OF TAIL
d.) GROUND ROD AND CONNECTOR UNLESS ONE ALREADY EXISTS AT LOCATION
e.) WIRE SIZE SHOULD BE SELECTED ACCORDING TO DISCONNECT BEING USED.

MINIMUM CONDUCTOR SIZE IS #8 COPPER.

B.) IF LOCATION REQUESTED BY CONTRACTOR IS OTHER THAN ON AN EXISTING

UTILITY POLE, THEN CONTRACTOR SUPPLIES A POLE SUFFICIENTLY
BRACED FOR UTILITIES’ OVERHEAD ATTACHMENT WIRES.

C.) C.E.C. EFFECTIVE DATE: JANUARY 1, 1995

\

NO.6 AWG COPPER GROUNDING CONDUCTOR
ATTACHED TO A 8'x1/2" DRIVEN GROUND ROD.
(APPROVED FOR THE PURPOSE)

COPPER _GROUNDING CONDUCTOR SHALL
CONNECT TO THE METER BASE AND

CONTINUE TO THE WEATHER PROOF
DISCONNECT'S GROUNDING BAR.
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e Temporary Construction
Electric Service

® Overhead Construction
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e Temporary Construction Electric
Service

e Underground Source
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Meter Loop with Double-Throw
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Conduit and

wire from the
double throw
switch is the
customer’s
responsibility.

Meter base on a CEC pole

i

il with a double-throw device
for a generator hookup will
need to have conduit going
from the double-throw back
up the pole for any overhead

services to be connected to
the meter loop.
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